
INSTRUCT–007 REV 3   Page 1 of 2                10/9/2013 

 

 
INSTRUCT.STAGING LOOP GROMMET INSTALLATION Rev 3.doc 

 
 STAGING LOOP GROMMET INSTALLATION 

 
THIS TASK COVERS: 
�    Installation 
 
INITIAL SETUP: 
Tools 
Hand set for #0 grommet 
Hammer/Rawhide mallet  
 
Materials/Parts 
#0 Rolled Rim Spur and Washer 
Stainless Steel Grommet 

 
Scope 
The purpose of the Staging Loop is to ensure the free-bag remains in the reserve container 
until full extension of the reserve bridle by the pilot chute. 
 

 
 

Equipment Condition
Lay out on packing table 
or other suitable area. 
 
 
Personnel Required 
Master Parachute Rigger 

Install second 
grommet, wearers 
left side, opposite 
of AAD cutter 
keeper! 

brad
Sticky Note
REV 3

Layout updates & text clean up.
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Step 1  

 
 
Step 2  

 
 
Step 3 

 
 
  
 

 
 
 
 
 

Mark reserve  container flap #1 per 
dimensions opposite of the AAD 
cutter channel, and keeper. 
 
NOTE: AAD cutter keeper 
highlighted for demonstration 
purposes only! 
 
 
 
 
 
Punch hole with #0 hand set punch. 
 
 
 
 
 
 
 
 
 
 
Install the #0 rolled rim spur and 
washer stainless steel grommet. 
Make sure there are no burs inside 
the rim. 
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Grommet mark 

1" 


