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Sigma Link Cover Installation 

Purpose: To reduce premature wear on main risers and rotation of the hard link in the riser. 
Tools:        Materials/ Parts: 
Lite Super Tack Cord MIL-T-43435 Type 1 Size 3 (T1052) Link Covers 
Hand Needle 
Snips 
Loctite (Blue 242) or similar low strength locking compound 
Adjustable Wrench 

Authorized Repairman:   Senior or Master Rigger or Foreign 
equivalent   



Instruct-083 Rev. 1  1/12/2026 

INSTRUCT-083 Sigma Link Cover Installation Rev.1 

Adjustable Wrench Senior or Master Rigger or Foreign 
equivalent 

Step 1  
Lay out covers, link and lines as 
shown. Prepare the link to attach 
to the riser: Begin by installing the 
white link protector onto the link 
and lines, ensuring your #6 link is 
oriented properly. 
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Step 2 
Prepare the link to attach to the 
riser: Begin by installing the white 
link protector onto the link and 
lines, ensuring your #6 link is 
oriented properly. 

Step 3 
Slide the black link protector over 
the link and feed the white Type 3 
tape into the link. 
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Step 4  
Carefully attach the link to the 
riser, ensuring the threads do not 
catch or damage the riser end. Use 
tape over the threads if necessary. 

Step 5 
Apply a small amount of Blue 
Loctite to the threads 



Instruct-083 Rev. 1  1/12/2026 

INSTRUCT-083 Sigma Link Cover Installation Rev.1 

Step 6 
Tighten the link by finger-
tightening first. Then, using a 
wrench, tighten 1/4 turn. 

Step 7 
Slide Black link cover down and 
around the #6 Link. 
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Step 8  
Using the Super Tack, place a 
small 1/4" tack through the black 
link protector near the top edge, 
ensuring it is "floating" inside the 
link. Secure using a surgeon's knot 
with a single overhand locking 
knot. Placement will favor the top 
of the link cover to ensure the 
cover doesn't slide up. Trim 
thread ends to 1/4". 

Notes: 

When placing the main canopy into the main container, avoid bending and flexing the riser 
ends and hard links. This will reduce wear over the service life of the risers. 

It is recommended to inspect the links during the 25 jump canopy inspection outlined in the 
Sigma II User’s Manual. 


